
DR Liberty Transportable
Integration System
Digital technology made simple – Our wireless cassette 
based DR panel means no more tethered cables.  The 
DR Liberty panel along with our Liberty software pack-
age allows you to view images in seconds streamlining 
workflow for your technologists.  Designed with 
serviceability in mind our simple integration system 
allows you to upgrade your current transportable to a 
wireless DR system in under 1 hour.

Economical Option 
  

Our integration system is designed to meet your 
budget requirements.  Whether you choose on-site 
integration to your existing equipment or choose to 
purchase a refurbished portable system with the 
Liberty package installed, we ensure your satisfaction. 
Call us and we can help you decide on a solution that 
best fits your needs.

Support 
With well over 1,700 trained engineers since 2000, 
First Source brings our award winning in-house and 
on-site training to you at reduced costs.  Our technical 
support is available 24/7, based here in the USA our 
call center is always open to support your needs.
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High quality DR Images in less than 10 seconds – 
Enhances productivity and improves clinical workflow

First Sources’ technical support - Call one number for 
24/7 hardware and software support

No more tethered panels – Easier and faster operation in 
small areas

Retractable Tablet PC – Dual Touch Screen - Loaded with 
DR Liberty Portable Software – Non-invasive to portable 
x-ray system
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Installation in under 1 hour – Transportable virtually never 
out of service

Light weight Wireless DR Panel technology – Easy to use 
and much easier to position

Reduced cost of ownership



Batteries
        Lithium-ion battery with 30WHr capacity
       One battery capacity:   ~3.3 hours
       Two battery capacity:   ~7 hours

Warranty
       Standard 1-year field-ready warranty
       Multi-year options available

DR Liberty Transportable 
Specifications
Wireless Flat Panel Specifications
       Wireless Cassette based Detector
       Image Size 35x43cm (14” x 17“)
       Wireless Standard 802.11n
       8.5 lbs (3.9kg)
       139m Pixel pitch
       70-90 images on a single charge
       Utilized with standard grids
       Liberty  Software by INFIMED
       24/7 Technical support team

Console Specifications
Processor / Cache
       Intel® Core™ i7-640UM vPro™ Processor 1.2
       GHz with Intel® Smart Cache (4MB of L3 cache, 
       2 Cores/4 Threads)

Operating System
       Genuine Windows® 7 Professional (32-bit)

Durability Features
       Water, dust and splash resistant
       Shock-mounted display and hard drive
       Rubberized coated bottom housing for 
       shock dampening
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Display
       12.1” TN LED backlight digitizer wide screen 
        (WXGA) display with dual touch

System Storage
       128GB Solid State Drive (SSD)
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